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Abstract.
Substrates which are chemically or topographically patterned induce a variety
of liquid crystal textures. The response of the liquid crystal to competing surface
orientations, typical of patterned substrates, is determined by the anisotropy of the
elastic constants and the interplay of the relevant lengths scales, such as the correlation
length and the surface geometrical parameters. Transitions between different textures,
usually with different symmetries, may occur under a wide range of conditions. We
use the Landau-de Gennes free energy to investigate the texture of nematics in
sinusoidal channels with parallel anchoring bounded by nematic-air interfaces that
favour perpendicular (hometropic) anchoring. In micron size channels 5CB was
observed to exhibit a non-trivial texture characterized by a disclination line, within
the channel, which is broken into a zigzag pattern. Our calculations reveal that when
the elastic anisotropy of the nematic does not favour twist distortions the defect is a
straight disclination line that runs along the channel, which breaks into a zigzag pattern
with a characteristic period, when the twist elastic constant becomes sufficiently small
when compared to the splay and bend constants. The transition occurs through a
twist instability that drives the defect line to rotate from its original position. The
interplay between the energetically favourable twist distortions that induce the defect
rotation and the liquid crystal anchoring at the surfaces leads to the zigzag pattern.
We investigate in detail the dependence of the periodicity of the zigzag pattern on the
geometrical parameters of the sinusoidal channels, which in line with the experimental
results is found to be non-linear.
1. Introduction
Nematic liquid crystals are states of matter with long-ranged orientational order and
positional disorder [1]. However, the presence of boundaries or external fields can
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frustrate this order, leading to elastic distortions and the formation of topological
defects. In particular, the alignment of nematic liquid crystals induced by substrates is
crucial for practical applications, as display devices. In this respect, the topography
of the substrate plays an essential role to determine the nematic alignment. For
example, periodic grooved surfaces have been studied extensively in the literature due
to the possibility of obtaining coexisting stable nematic textures with different optical
properties, important for the development of zenithal bistable devices [2, 3, 4, 5, 6, 7, 8].
Their power consumption is much lower than that of standard liquid crystal displays
since they require power only to switch between the different textures. In most cases,
the nematic director is assumed to have translational symmetry along the groove axis.
This condition is taken as granted when the interfaces align the nematic molecules
in directions perpendicular to the grooves axis. However, recent results indicate that
the translational symmetry may be broken. For example, liquid crystals on sinusoidal
microwrinkle grooves may develop a zigzag defect line [9]. This new periodic structure
along the groove axis is associated to twist distortions of the nematic texture which
are absent on the zenithal arrangement, and their origin can be traced to the fact that
twist is energetically more favourable than bend or splay distortions [9, 10]. A similar
phenomenon has been observed in achiral nematic liquid crystals confined in cylindrical
pores with homeotropic anchoring [11]. When the cylindrical pore has random planar
anchoring, double-twist chiral structures are also observed [12, 13]. In this case, the
driving force is the (surface) saddle-splay contribution to the free energy, which favours
director alignment along the direction of highest surface curvature. Finally, we note
that the spontaneous chiral symmetry has also been predicted and observed in bipolar
[14, 15, 16] and toroidal [17] droplets.
In this paper we will perform a numerical study within the Landau-de Gennes
framework of the nematic texture of a filled groove or channel of a substrate with
sinusoidal relief, which mimics the experimental setup from Ref. [9]. Nematics in
contact with sinusoidal grooves have been extensively studied from a theoretical and
numerical point of view [8, 18, 19, 20, 21, 22, 23], but as far as we know there is no
detailed numerical studies which reproduce the experimental observations from Ref. [9].
This is the main goal of our paper: to obtain theoretically the conditions under which
the zigzag disclination line is observed, as well as to characterize the fine structure of
the disclination line. This study will be a starting point to considering more complex
situations. This paper is organized as follows. We describe the model and numerical
methodology in Section 2. The discussion of our results is presented in Section 3. We
end up the paper with the conclusions in Section 4.
2. Model
The nematic liquid crystal is modelled by the Landau-de Gennes (LdG) mean-field
theory [1], where the local orientational order is described by a traceless, symmetric,
tensor order parameter Q. In the general case, Qij = S(3ninj−δij)/2+B(lilj−mimj)/2,
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Figure 1. Illustration of the geometrical parameters (left) and boundary conditions
(right). The sinusoidal channels have wavelength λ and amplitude (peak-to-peak) 2A.
l is the length of the simulation box. The preferred alignment of the nematic director n
is parallel to the sinusoidal surface, and perpendicular at the interface (top boundary).
where the first term measures the uniaxial order while the second becomes non-zero
when biaxiality is present. n is the nematic director field and S is the scalar order
parameter (degree of orientational order). B is the biaxial order parameter. l and m
are orthonormal vectors; together with n they make a local basis. The free energy is
written in terms of invariants of Q and its derivatives, F =
∫
V
d3x (fb (Q) + fe (∂Q)),
where the bulk and the elastic free energy densities are, respectively,
fb = ao (T − T ∗) TrQ2 − bTrQ3 + c
(
TrQ2
)2
(1)
fe =
L1
2
∂γQαβ∂γQβα +
L2
2
∂γQαγ∂δQδα. (2)
The bulk term fb controls the nematic-isotropic phase transition, and sets the preferred
value for the scalar order parameter; Sbulk = 0 in the isotropic phase, and Sbulk =
(b/8c)
(
1 +
√
1− 8τ/9
)
in the nematic. τ = 24ao(T−T ∗)c/b2 is a reduced temperature.
The elastic term fe penalizes distortions of the LC director (orientational) field. We use
two elastic constants L1 and L2 that are related to the Frank-Oseen elastic constants
(for splay, bend, and twist distortions) by Ksplay = Kbend = 9S
2
bulkL1 (2 + L2/L1) /4 and
Ktwist = 9S
2
bulkL1/2.
For the liquid crystal 5CB in the nematic phase the LdG parameters are [24]
ao = 0.044 MJ K
−1 m−3 , b = 0.816 MJ m−3, c = 0.45 MJ m−3, L1 = 6 pJ m−1,
L2 = 12 pJ m
−1, and T ∗ = 307 K. We have set the temperature at T = 307.2 K, just
below the isotropic-nematic transition temperature, TIN(5CB) = 308.5K.
We consider a nematic film that fills the sinusoidal channel (see Fig.1), of wavelength
λ and peak-to-peak amplitude 2A. The channel imposes tangential (parallel) anchoring
along the sinusoidal channel. A nematic-air interface promotes perpendicular anchoring
and is pinned at the crests, capping the channel. We assume that the interface is rigid,
and that on both the substrate and the interface the liquid crystal alignment is fixed
(Dirichlet boundary conditions). We use free (Neumann) boundary conditions at the
ends along the channel.
We minimize the Landau-de Gennes free energy numerically, using finite elements
(FEM) with a quasi-Newton method and adaptive meshes. Details of the numerical
method may be found in [25]. The numerics have an accuracy better than 1%. We note
that the phenomena discussed here occurs at the micrometer length scales, over two
orders of magnitude larger than the correlation length, which sets the size (width) of
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Figure 2. Half-interger topological defect lines in sinusoidal channels. a) Straight
line defect and b) zigzag defect along the sinusoidal channel. The inset shows the
top view of the zigzag defect. Λ is the period of the zigzag. The bar represents the
nematic director n half-way in the channel. The color code denotes n2z; red (n
2
z = 1)
if the nematic points along the channel, and blue (n2z = 0) otherwise.
the topological defect (line). As a consequence the numerical calculations are extremely
lengthy, and for the largest systems full minimization took over 3 months of CPU time
using AMD Opteron TM 6376 (2.5GHz) processors.
3. Results and discussion
For their application in current technology (e.g., electronic shelf labels), nematic cells
with sinusoidal substrates have attracted much attention. They constitute a class
of simple zenithally bistable devices (ZBD) whose development was driven by the
significant interest in controlling the liquid crystal texture through surface patterning.
The idea that geometry can affect the liquid crystal alignment comes from the seminal
work of Berreman [18], where he showed that a sinusoidal substrate (at low roughness)
could induce a preferred orientation of the nematic director. This result has been
extended to the large roughness case by subsequent works [19, 20].
Patterned substrates impose elastic distortions that can be accommodated in
different ways, depending on the elastic constants of the liquid crystal. They also
increase the number and complexity of the stable configurations or nematic textures.
For example, it was demonstrated that nematic cells with (at least) one sinusoidal
substrate can accommodate three equilibrium states that differ by the existence and
type of the defects in the nematic matrix [8]. Their influence is also significant in wetting
phenomena. We have studied how sinusoidal patterns affect wetting of a substrate by a
nematic [22] and shown that the wetting state (with the nematic-isotropic interface far
from the substrate) is suppressed at high roughness being replaced by a filled state (with
the interface pinned at the top of the channels) to avoid the nucleation of topological
defects.
In all of these cases the system is, or is assumed to be, translational invariant.
This means that when a defect appears it is a line that runs along the channel. An
example is given in Fig.2a. The color code indicates that there is no component of
the director field along the channel nz = 0. It is a +1/2 straight disclination line that
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Figure 3. Configuration of the zigzag defect. a) Top view of the defect kink. b)
Configuration of the nematic along the defect. Just below the defect the director n
exhibits a twist distortion. c) Configuration of the nematic on a plane perpendicular
to the sinusoidal channel. Below the defect the nematic twists from the orientation
imposed by the substrate. The red circle indicates the region where the twist distortion
is evident. d) Bottom view of the defect (in yellow) with the nematic configuration
around it. At the kink the nematic splays to change its orientation. The nematic
director n is represented by the bars. The color code denotes n2z; red (n
2
z = 1) if the
nematic points along the channel, and blue (n2z = 0) otherwise.
appears due to orientational frustration due to the competition between homeotropic
alignment at the interface (top boundary) and tangential alignment at the substrate.
However, under conditions discussed below, the line defect may not be straight breaking
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the translational invariance of the system.
Recent experiments revealed that under some conditions the defect line is no
longer straight but zigzags along the sinusoidal channel [9]. In the experiment, a
nematic 5CB film is spread on sinusoidal channels of wavelength 0.6 < λ < 20µm
and height to wavelength ratio that is nearly constant, A/λ = 0.13. For periods shorter
than λ ∼ 1.5µm the nematic film exhibits a topological defect, which is a straight
disclination line (Fig.2a), while for λ > 1.5µm a stable periodic structure appears.
Optical measurements indicate the presence of a zigzag defect line (Fig.2b). In the limit
of very shallow channels the elasticity dominates the surface alignment and the nematic
texture is nearly uniform, free from topological defects.
The zigzag line appears as the straight line defect becomes unstable. The instability
is driven by the elastic anisotropy of the liquid crystal. Around the +1/2 topological
defect the nematic director exhibits splay and bend distortions. As discussed in [10],
when the twist elastic constant is smaller than the splay and bend elastic constants the
nematic releases energy by twisting around the line defect. Using a simplified model,
Buscaglia et al [10] have shown that when Ktwist < (Ksplay +Kbend) /2 the nematic
director close to the defect, in the region where the twist distortion occurs, aligns along
the defect line.
In Fig.2b we depict the configuration of a zigzag defect obtained through the
numerical minimization described in Sec.2. Clearly, the defect is no longer a straight
line. The inset shows the top view. The straight defect line was broken into pairs of
segments oriented at symmetric angles joined at a kink, where the orientation of the
segments changes. This structure was indeed suggested in [9] as the result of the twist
instability discussed in [10], where each segment corresponds to a twist distortion with
a given handedness that alternates along the line.
Figure 3 shows in more detail the structure of the zigzag defect, particularly in
the region close to the kink. The bars represent the nematic director and illustrate
the orientation of the liquid crystal. The color code denotes the component of the
director along the channel nz; red (n
2
z = 1) if the director is along the channel, blue
(n2z = 0) if the director is perpendicular. In the region between the defect and the
nematic-air interface the director takes the homeotropic alignment imposed by the
top boundary, while close to the sinusoidal substrate the nematic takes the tangential
anchoring imposed by the channel surface. Along a large closed path encircling the
defect, the director configuration is similar to that of the straight line defect (shown in
Fig.2a), consistent with a winding number (on the cross-section) +1/2. However, in the
region just below the defect (see Fig.3c) the nematic exhibits a twist distortion. Fig.3b
shows the nematic director on a vertical plane tangent to one of the defect segments .
The director twists from the bottom to the top of the channel, reaching the defect with
nearly the same orientation as the segment itself. This confirms the results of Buscaglia
et al who found that the director aligns along the defect [10]. This also indicates that the
twist distortion induces the defect to deviate from its straight configuration along the
channel and confirms that the mechanism for the zigzag is a twist instability. In other
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Figure 4. a) Configuration diagram represented as the wavelength of the sinusoidal
channels λ versus the elastic anisotropy L2/L1. In red is the region where the defect
line adopts a zigzag configuration; in black is the region where the defect line is straight.
The dashed line indicates the limit of stability obtained from the Frank-Oseen theory.
b) Period of the zigzag defect line Λ as a function of the wavelength of the sinusoidal
channel λ. The dashed line corresponds to Λ ∼ 1.75λ.
words, it is favourable to rotate the defect line to accommodate the energetically lower
twist distortions between the defect and the substrate. However, the distance between
the defect and the sinusoidal substrate decreases as we move along one segment and the
surface anchoring eventually wins preventing the nematic from twisting. As a result the
line defect changes direction, through a kink, towards the center of the channel where it
can accommodate twist distortions. The kink, where two regions with twist distortions
of different handedness merge, is characterized by a splay distortion as shown in Fig.3d.
The twist distortion appears when the twist elastic constant is lower than the splay
and bend elastic constants. In Ref.[9] the authors used the Frank-Oseen theory to
estimate the limit of stability of the straight line defect, in the strong anchoring regime.
They have found that the instability occurs when
KtwistA/d2
pi
4
K log (R/rc)
<
1.1 (1−Ktwist/K)
0.1 +Ktwist/K
, (3)
where A is the area under the defect where the twist distortion occurs, and d is the
vertical diameter of that region. K = Ksplay = Kbend is the value of the splay and
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bend elastic constants, assumed to be equal. rc is the defect core radius, and R is the
radius of a cylinder surrounding the defect and delimiting the region where strong elastic
distortions occur. Assuming A ' pi (d/2)2 and R ' 10rc the Frank-Oseen elastic theory
indicates that the straight line defect becomes unstable when Ktwist < 0.75K. From
the relation between the Frank-Oseen and the Landau-de Gennes elastic constants (see
Sec.2) this implies that the zigzag line will appear at L2 > 0.67L1.
In order to investigate the stability of the zigzag defect we performed numerical
simulations in sinusoidal channels with a free nematic interface, with boundary
conditions described in Sec.2. The wavelength of the channels λ takes values between
0.2µm and 12.8µm. The length of the simulation box was not smaller than l = 2λ/3,
and the height of the channels 2A = 0.2λ. We varied the elastic anisotropy L2/L1 over
a wide range; we took L1 = 6pJ m
−1 and thus the system with L2 = 2L1 corresponds to
5CB. The stability of the nematic textures was investigated by starting from different
initial conditions corresponding to the straight or the zigzag defects, and comparing the
free energies of the final configurations.
Figure 4a summarizes the configuration diagram. In red is the region where we
found the zigzag to be stable, and in black is the region where the defect is a straight
line. For comparison we also plot the Frank-Oseen stability limit discussed above. Our
numerics indicate that the zigzag defect appears when L2/L1 & 1.5, which is more than
twice the value predicted by the Frank-Oseen theory, but still agrees with experiment
[9]. The discrepancy between our results using the Landau-de Gennes theory and the
Frank-Oseen theory can, on one hand, arise from the (uncontrolled) approximations
made in the latter, such as the size of the cylindrical region enclosing the defect R and
the area where the twist distortions occur A. On the other hand, the Frank-Oseen
threshold given by Eq.3 neglects the geometric details of the substrate. For example, we
have seen in our numerics that increasing the height of the channels at fixed wavelength
stabilizes the straight line defect.
The configuration diagram also shows that, above the elastic anisotropy stability
threshold, the zigzag appears only in channels with wavelength λ & 0.8µm, which is
below the experimental threshold 1.5µm. This difference may arise from irregularities
on the surface of the channel, as the zigzag only appears if the area between the defect
and the substrate can accommodate smooth twist distortions.
The periodicity of the zigzag is the result of the energetic balance between the
cost of maintaining the twist distortion as the defect approaches the substrate and that
of forming a kink. At large values of λ (> 5µm) the periodicity is found to depend
linearly on the wavelength Λ ∝ λ [9]. However, this dependence becomes non-linear at
small values of λ, an indication that there is more than one relevant length scale in the
problem.
In order to determine the dependence of Λ on λ we adopted the following procedure.
We set the wavelength λ. We fix the elastic anisotropy at L2/L1 = 2 and the height
to wavelength ratio 2A/λ = 0.2. We then minimized the free energy for different box
lengths l. The free energy for each box has two main contributions F = Fo + Fd. The
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first is a contribution that arises from increasing, or decreasing, the channel length by
an amount ∆l, and grows linearly with ∆l. The second contribution is associated to the
actual zigzag distortion and increases as the box length l becomes incommensurate with
the zigzag periodicity. By considering several simulations boxes, with different lengths,
and for configurations of the same type (i.e., with the same number of kinks) we can find
the size lmin that minimizes the free energy for a given wavelength λ and, as a result,
obtain the periodicity of the defect.
Our results for Λ(λ) are summarized in Fig.4b. At very small values of the
wavelength λ ∼ 1.5µm the periodicity of the zigzag approaches a constant value
Λ ∼ 1.65µm. As the wavelength is increased the lateral distance available for the
defect to zigzag also increases and the periodicity grows slowly until λ ∼ 4µm, after
which a linear behaviour Λ ∝ λ is obtained. For comparison, in Fig.4b the dashed line
corresponds to Λ ∼ 1.75λ, which overestimates the value of Λ ∼ λ reported in [9] by
almost a factor of 2.
4. Conclusions
We investigated numerically the zigzag line defect that appears in sinusoidal channels
filled with nematic liquid crystals, reported in [9]. Our study reveals that the line
defect is rotated from its original position driven by a twist distortion that occurs in the
region between the defect and the sinusoidal substrate when the twist elastic constant
is smaller than the bend and splay elastic constants. This rotation leads to a decrease
of the distance between the defect and the surface of the channel until the alignment
imposed by the substrate dominates. As a result the defect is rotated in the opposite
direction in order to accommodate twist distortions. This process leads to a periodic
zigzag configuration, where linear segments oriented by twist distortions of different
handedness join, in the middle of the channel, at kinks. A detailed analysis of the
nematic configuration at the kinks reveals that they are dominated by splay distortions.
We also studied the stability of the zigzag defect for different substrate wavelengths
and different elastic anisotropies L2/L1 (within a two-constant approximation). We
found that the zigzag defect is stable when L2/L1 & 1.5 and λ & 0.8µm. Outside
of that region the defect adopts a straight line configuration. The elastic anisotropy
threshold is higher than that predicted by the Frank-Oseen elastic theory by almost a
factor of 2. We attribute this discrepancy not only to additional approximations of the
analytical estimate, but also to the fact that it neglects the substrate releif.
Finally, we looked at the dependence of the zigzag periodicity Λ(λ) on the
wavelength of the substrate for λ < 5µm. We found that for small values of λ the
period of the zigzag converges to a constant value Λ ∼ 1.65µm. As λ increases the
defect increases (over the twist regions) and as a result Λ increases. We found that Λ
increases smoothly and for λ > 4µm depends linearly on the wavelength of the channel.
Throughout our study we fixed the ratio of the height A and the wavelength λ
of the channels, A/λ ' 0.1, which is equivalent to considering substrates with the
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same roughness. The value chosen is similar to that used in the experiment of Ohzono
and Fukuda [9]. We stress that increasing the roughness stabilizes the straight line
configuration.
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